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• DIN rail mount 92 x 92 x 26 mm enclo
• User selectable excitation for normal 
• Powers u to 4 load cells as standard w
• 6-wire load cell system (sense feedba
• Fully programmable via a laptop or de
• Suitable for load cell sensitivities up t
• Low cost - high performance design  
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• 3 year guarantee 
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GENERAL 
Setup and calibration   Full digital with visual prompting via Smart View software 
Memory retention    Full non-volatile operation 
Digital filter    Low pass with user selectable values 
 
 
INPUT AMPIF IER 
Sensitivity adjust    Up to 3.00 mV/V full scale (2.00 mV/V default) 
Zero drift     0.1µV / °C typically 
Span drift     20 ppm / °C typically 
Input impedance    20 MΩ 
Accuracy & linearity    0.05% of full scale, ± 1 display count 
Warm-up time    20 minutes 
Noise     < 0.5µV p-p 
 
 

EXCITATION –  L ink  Se lectab le  
 
10V     Up to 4 x 350Ω load cells (default for most applications) 
10V     Up to 8 x 1000Ω load cells 
5V     Up to 8 x 350Ω load cells 
5V     For barriered applications up to 2 load cells 
3.3V     For barriered applications up to 4 load cells 
Load cell connection   6 wire + shields (sense included) 
 
 

A/D  CONVERTER 
 
A/D Type     20 bit sigma delta 
Resolution    1 000 000 internal counts 
A/D conversion rate    Approximately 5 per second 
 
 

D IGIT AL INPUTS 
 
Digital input on terminal 7   Remote input for tare function 
 
 

AN ALOGUE OUTPUT 
Analogue output isolation   1000V input/output/power isolation (3-way) 
Analogue output accuracy   0.1% of full scale 
Analogue output resolution   12-bits 
Analogue output temp. coefficient  20 ppm / °C typically 
Current analog output load   500Ω maximum (current is source, not sink) 
Voltage analog output load   10kΩ minimum 
 
SERIAL INTERF ACE OPTIONS 
Serial interface    RS-232 standard or RS-485 optional 
Baud rates    2400, 4800, 9600 & 19200 
Isolation to input    No 
Capabilities of DIGIbus protocol  Full remote control 
 
 
S  

ET  POINT OPTIONS 

 

Solid-state relay rating   400V AC/DC, 0.5A, power factor 1 
Form Type    Form A (normally open contact) 
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NVIRONMENT AL 

Operating temperature range   -10°C to +50°C 
Service temperature range   -15°C to +60°C 
Storage temperature range   -40°C to +80°C 
Humidity     < 85% non-condensing 
 

M  

ECHANIC AL SPECIF ICATIONS 

Dimensions    DIN rail mount92x92x26mm enclosure, IP40 rating 
Protection    Industrial strength, UL 94 V-0 flame retardant ABS plastic 
 
P  

OWER SUPPLY OPTIONS 

Switching power supply   Yes, 95V – 265V AC/DC isolated supply, 10VA typical 
 

R  

EGUL ATORY COMPLIANCE 

Regulatory requirements   Complies with EC Directives 89/336/EEC & 73/23/EEC 
 
O  

RDERING EX AMPLE 

Option modules (see front page) 
„Programmable load cell transmitter 
with dual alarm option“ 

 
MODEL DPM-9004 AL – DPM-3001-P AL 

 

PROGR AMMABLE SETTINGS 
 

The following ranges can be set with the SmartView software, available from our WebSite. 
 
 
LOAD CELL INPUT     ANALOG OUTPUT 
Load cell sensitivity   :0.00 to 3.00 mV/V  Output type  :0-20mA/4-20mA/0-10V 
Zero & span setting  :-1999 to 20000  Zero & span setting  :-1999 to 20000 
Decimal point  :On all digits   
Digital filter  : 0, 1, 2 or 4 secs  OPTIONS 
      Alarm values  :-1999 to 20000 
SERIAL INTERFACE    Alarm hysteresis  :0 to 255 (default 1) 
Bus address  :0 to 99   Alarm delay  :0 to 255 seconds (default 0) 
Baud rate   :2400, 4800, 9600, 19k2 Alarm relay settings  :Selectable HI or LO alarm 
      Alarm relay state  :Selectable NO or NC 
 
 

 
 
 
 
 

 
 

   
HOUSING DIMENSIONS 
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 Dimension in mm

IP40 rating
Rail mount industrial strength single piece housing

Rail clips not shown
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